	Specifications

Division 12 – Furnishings

#12 93 00, Site Furniture

# 12 93 43, Site Seating and Tables

- or -

Division 32 - Site Furnishings

# 32 33 00 Site Furnishings

# 32 33 43 Seating and Tables
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Table Top Slats - 1” x 6” Nominal Ipe/Recycled Plastic slats

Frame - 2 1/4” x 1/4“ Formed Steel Angle

Support Plates - 1/4” Steel Plate

Surface Plates - 1/4” Stainless Steel Plate

Bench/Seat Slats - 1” x 6” Nominal Ipe/Recycled Plastic slats

Bench Frame - 2 1/4” x 1/4“ Formed Steel Angle

Bench Support Plates - 1/4” Steel Plate

	Bench Surface Plates - 1/4” Stainless Steel Plate
2.4 Options

Length: Tables are offered in 36in and 48in square formations and 72 x 30inch and 96 x 30inch rectangular dimensions.
Shape: Wynne table tops are offered in square and  rectangular picnic style with accompanying benches.
Seating:  Choose 30in, 40in, four foot, six foot or eight foot benches.
Mounting:  Tables are offered surface and embedded mounts.  Mounting options may vary based upon the style of the table.
Wynne
Fusion Tables
Part 3 Execution

3.1 Assembly

Some assembly may be required.  See assembly instructions.
3.2 Installation

Request table installation instructions from factory.
3.3 Maintenance

To keep the finish on your products clean we suggest washing them once or twice monthly with any multi-purpose cleaner.  For products with excess dirt or grime we suggest washing the product with a 2/1 water/bleach mixture.

In cases of severe scratching or vandalism, SiteScapes, Inc. offers touch up paint.  This paint is an exact formulated match and is available in a standard liquid form or a spray can applicator.  Additional charges may apply.

3.4 Protection

Protect products prior to installation by having them remain in the manufacturer’s packaging and container.

ADDITIONAL INFORMATION: 

For additional information or questions please call SiteScapes toll free at 888.331.9464 between the hours of 8:00 a.m. and 5:00 p.m. C.S.T.
END OF SPECIFICATIONS

*Specifications are subject to change without notice.
	Limited twenty year warranty against structural failure of steel bench frames or steel bench assemblies, table frames, trash receptacle frames, and planter frames.
Limited 10 year breakage warranty on all ductile cast iron bench ends and components.

SiteScapes, Inc. liability and the buyer’s remedy under these warranties are limited to the repair, replacement or refund of the purchase price, at SiteScapes option, of products determined in SiteScapes reasonable judgment to be defective in workmanship or materials.
SiteScapes will not be held responsible for the costs incurred in labor to remove, install, or replace the alleged defective product.  

SiteScapes warranties do not cover any defects or failures resulting from vandalism, negligence, accidents, abuse, lack of maintenance, improper use or installation, or unapproved modifications and repairs.  
In addition, SiteScapes will not be held liable for ANY damage or injury as a result of product that is not permanently anchored in place or not anchored properly.

2.5 Finishes 
Powdercoat: All products are steel shot blasted, phosphatized, preheated and then coated with a TGIC exterior rated powder in the color of your choice.  All parts are finished to an average of 8 to 10 mil thickness and fully cured to the manufactures specifications.

Duracoat: All products are steel shot blasted, phosphatized, and preheated.  Then each product is coated with a corrosion resistant, zinc rich epoxy undercoat.  The TGIC exterior rated topcoat in the color of your choice is then applied.  All parts are finished to an average of 8 to 10 mil thickness and fully cured to the manufactures specifications.

Standard Colors: SiteScapes standard colors include: Onyx (Black) Pearl (White) Forest (Green) Cobalt (Dark Blue) Ivory (Ivory) Sterling (Silver) Slate (Dark Gray) Bronze (Brown) Brandywine (Burgundy).  Custom colors are available at additional prices.

Powder Coating Properties:

Gloss at 60˚, ASTM D523-89: 80-90
Pencil Hardness, ASTM D3363-92a:  2H
Dir / Rev Impact, Gardner, ASTM D2794-93:  Up to 160 in/lbs
Flexibility, Mandrel, ASTM D522-93a: ¼” dia., no fracture
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